


IPIS APPROACH ARTICLE INDEX 
This index covers the IPIS Approach since its 
inception through November 1969. Copies of the 
index, and each item listed, are available from IPIS. 
Persons with questions on any subject listed are in- 
vited to write to IPIS or to the Editor, Aerospace 


Safety magazine. 


AFM 51-37 (Philosophy) 
Airway Width 

Airspeed (IAF) 

Altitudes (FLIP Terminal) 


Feb 1966 
Sep 1967 
Nov 1967/Jun 1968 
May 1965/Oct 1965 


Altitude Restrictions (Departure) Nov 1965/Aug 1968 


Altimeter Check Points 
Altimeter Corrections 
Installation Error 
Position Error 
Scale Error 
Altimeter Setting Procedures 
Amended Clearance 
Approach Procedure 
Approach Speed — IAF 
Approach Runway Lighting 


Failure 
ATIS 
Arcs 
ASR Approaches 
B 
Bank Steering Bar 
Cc 


Category E Aircraft 
Circling Approaches 


Circling Approach Instructions 
Circling Approach Minimums 


Clear Air Turbulence 
Clearance Changes 
Clearance Readbacks 


Communications Failure (EAC) 


IAF and Holding 
During Radar Approach 
Altitudes 

Course Guidance 

Course Interceptions 


PAGE TWENTY-FOUR +» AEROSPACE SAFETY 


Jun 1966 


Dec 1965 
Jan 1966 
Jan 1969 
Jun 1968 
Feb 1967 
Jun 1967 
Nov 1967/Jun 1968 
Nov 1967/Nov 1968 


May 1968/Aug 1969 
Feb 1966/Sep 1969 
June 1969 


Oct 1968 


Jan 1968/Jul 1969 
Nov 1966 

Sep 1968/Jan 1969 
Apr 1969 

Jul 1965 

Aug 1968 

Aug 1968 

Jan 1965 

Oct 1968 

May 1965 

Mar 1967 

Feb 1969 

Apr 1966/Aug 1969 


Crosswind Correction 
Cruising Altitude Diagrams 


Departure Clearances Amended 


Descent to FAF Altitude 
Decision Height (DH) 


DD-175 (Route of Flight) 
(ETE to Alternate) 
(Radar Departure) 

DME Tolerances 

Dual Receiver Approaches 


E 
Emergency Safe Altitude 
Enroute Descent 
Enroute Radar/TACAN 
Approaches 


F 
Fix to Fix Nav 
Flight Director System 


G 
H 


High Altitude Approach 
Procedures 

High Altitude IAF 

Holding (ATC Instructions) 


(Entry) 


(Angle of Bank) 
(EAC) 


Gyro Out Approach 


IAF (EAC) 

Instrument Panel Design 
ISJTA 

IPIS 

ILS DME 

ILS Minimums 

ILS Glide Slope 

ILS (Usable distance) 
IFR Cancellation 

IAF (Filing to) 





Apr 1967 
Aug 1966 


Feb 1967 

Apr 1965 

Aug 1967/ 

May 1968/Mar 1969 
Sep 1967 

Nov 1967 

Jan 1968 

Mar 1967 

Oct 1968 


Mar 1967 
Mar 1966 
Dec 1968 


Jun 1965 
Feb, Mar, Apr 1968 


Mar 1965 


Dec 1968 


May 1969 

Nov 1965 

Jun 1965/Sep 1965 
Nov 1965/Jan 1966 
Jul 1966/Oct 1968 
Jun 1968 


Jan 1965 
Aug 1965 
Oct 1965 
Mar 1966 
Sep 1967 
Jun 1966 
Jun 1967 
Jun 1968 
Feb 1969 
Jul 1969 








IPIS APPROACH ARTICLE INDEX 
This index covers the IPIS Approach since its 
inception through November 1969. Copies of the 
index, and each item listed, are available from IPIS. 
Persons with questions on any subject listed are in- 
vited to write to IPIS or to the Editor, Aerospace 


Safety magazine. 


AFM 51-37 (Philosophy) 
Airway Width 

Airspeed (IAF) 

Altitudes (FLIP Terminal) 


Feb 1966 
Sep 1967 
Nov 1967/Jun 1968 
May 1965/Oct 1965 


Altitude Restrictions (Departure) Nov 1965/Aug 1968 


Altimeter Check Points 
Altimeter Corrections 
Installation Error 
Position Error 
Scale Error 
Altimeter Setting Procedures 
Amended Clearance 
Approach Procedure 
Approach Speed — IAF 
Approach Runway Lighting 


Failure 
ATIS 
Arcs 
ASR Approaches 
B 
Bank Steering Bar 
Cc 


Category E Aircraft 
Circling Approaches 


Circling Approach Instructions 
Circling Approach Minimums 


Clear Air Turbulence 
Clearance Changes 
Clearance Readbacks 


Communications Failure (EAC) 


IAF and Holding 
During Radar Approach 
Altitudes 

Course Guidance 

Course Interceptions 
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Jun 1966 


Dec 1965 
Jan 1966 
Jan 1969 
Jun 1968 
Feb 1967 
Jun 1967 
Nov 1967/Jun 1968 
Nov 1967/Nov 1968 


May 1968/Aug 1969 
Feb 1966/Sep 1969 
June 1969 


Oct 1968 


Jan 1968/Jul 1969 
Nov 1966 

Sep 1968/Jan 1969 
Apr 1969 

Jul 1965 

Aug 1968 

Aug 1968 

Jan 1965 

Oct 1968 

May 1965 

Mar 1967 

Feb 1969 

Apr 1966/Aug 1969 


Crosswind Correction 
Cruising Altitude Diagrams 


Departure Clearances Amended 


Descent to FAF Altitude 
Decision Height (DH) 


DD-175 (Route of Flight) 
(ETE to Alternate) 
(Radar Departure) 

DME Tolerances 

Dual Receiver Approaches 


E 
Emergency Safe Altitude 
Enroute Descent 
Enroute Radar/TACAN 
Approaches 


F 
Fix to Fix Nav 
Flight Director System 


G 
H 


High Altitude Approach 
Procedures 

High Altitude IAF 

Holding (ATC Instructions) 


(Entry) 


(Angle of Bank) 
(EAC) 


Gyro Out Approach 


IAF (EAC) 

Instrument Panel Design 
ISJTA 

IPIS 

ILS DME 

ILS Minimums 

ILS Glide Slope 

ILS (Usable distance) 
IFR Cancellation 

IAF (Filing to) 





Apr 1967 
Aug 1966 


Feb 1967 

Apr 1965 

Aug 1967/ 

May 1968/Mar 1969 
Sep 1967 

Nov 1967 

Jan 1968 

Mar 1967 

Oct 1968 


Mar 1967 
Mar 1966 
Dec 1968 


Jun 1965 
Feb, Mar, Apr 1968 


Mar 1965 


Dec 1968 


May 1969 

Nov 1965 

Jun 1965/Sep 1965 
Nov 1965/Jan 1966 
Jul 1966/Oct 1968 
Jun 1968 


Jan 1965 
Aug 1965 
Oct 1965 
Mar 1966 
Sep 1967 
Jun 1966 
Jun 1967 
Jun 1968 
Feb 1969 
Jul 1969 








IFF/SIF (Procedures) 

J 
JAFM 55-9 (TERPs) 
Jet Barrier 

i. 
Lighting Codes 
Lighting Credits 
Localizer Only Approach 
Lost Communications 

Instructions 

Low Altitude Airway Structure 
Low Altitude Airway Width 
Low Altitude IAF Altitude 
Low Altitude Terminal Charts 

M 
Maneuvering for Approach 
Maximum Altitude 
MDA 
MEA 
MEA. MCA, MOCA 
Middle Marker Altitudes 
Minimum Altitudes 
Minimum Climb Rates (SIDs) 
Minimums (Localizer) 
Minimum Safe Altitude 
Minimum Sector Altitudes 
Missed Approach 

N-O-P 


Aug 1969 


Jul 1968 
May 1967 


May 1967 
Nov 1967 
Feb 1965 
May 1965 


May 1969 
Sep 1967 
Jan 1968 
Dec 1967 


Jun 1968 

Oct 1965 

Aug 1967/ 

Mar 1969/Apr 1969 
Apr 1967 

Sep 1966/Jul 1969 
Oct 1967 

May 1965 

Nov 1968 

Feb 1965 

Mar 1967 

Dec 1967 

Jul 1965/ 

Nov 1966/Sep 1968 
Mar 1969/May 1969 


NoPT (Clearances and Definition) Aug 1968 


Omission of Time/Distance 
Table 

Outer Marker Altitudes 

PAR 

Penetrations 


Penetration Turn Altitude 
Pitch Changes 


Preferred Routes (High Altitude) 


Procedure Turns 


Profile Study 


Radar Approach 


Radar Contact 
Radar/TACAN IAF 


May 1969 


Oct 1967 


Nov 1969 

Apr 1965/ 

Aug 1966/Nov 1966 
Sep 1969/Oct 1969 
Apr 1965 

Oct 1965 

Nov 1969 

May 1966/ 

Nov. 1967/Dec 1967 
Jan 1968 / 

Jun 1968/Aug 1968 
Feb 1969/Sep 1969 
Jun 1967 


Mar 1965/ 

Jan 1967/Jun 1969 
Nov 1969 

Dec 1968 


Radar Vectors 
Reciprocal Headings (Enroute) 
Required Obstruction Clearance 
Runway Environment 
RV and RVR (For Minimums) 
RVR 

Ss 


Sector Altitudes 

Service Volume Areas 

SID (Altitude Restrictions) 
(Preflight Planning) 
(Climb Gradient) 
(Minimum Climb Rates) 

Sliding Scale Minimums 

Stepdown Fixes 


Sep 1967 
Mar 1965 
Mar 1969 
Apr 1969 
May 1969 
Aug 1967 


Dec 1967 

Sep 1965 

Nov 1965 

Nov 1965 

Jul 1966 

Oct 1966/Nov 1968 
Nov 1967 

Oct 1968 


Stopover Flight Plan (Void Time) Jul 1969 


TACAN (40° Error) 

TACAN (Arc Interception) 

TACAN (Fix to Fix) 

TACAN Gate 

TACAN IAF (Comm Loss) 

TACAN (IAF/Holding Fix) 

TACAN (Optimum Position 
at IAF) 

TACAN Penetration (On a 
VORTAC) 

TACAN (Procedure Turns) 

TACAN (Tolerances) 

TACAN (Minimums) 

Teardrop Procedures 

TERPs 

Transition Routes (High 
Altitude) 

Turbojet Enroute Descent 


U-V 
Unusual Attitude Recovery 
Vector (Avoidance) 
Void Time 
VOR Approach (On Field) 
VORTAC Approach 
VOT 
W 

Weather Below Minimums 

(During Start) 
Weather Below Minimums 

(Enroute Descent) 
Weather Minimums 

(ASR Approach) 
Weather Minimums for 

Approach 
Wind Drift Corrections 
Winds (Magnetic vs True) 


DECEMBER 1969 - 


Feb 1965 
Jul 1966 

Jun 1965 
Apr 1965 
Oct 1968 
Jul 1966 

Jan 1966 


Jan 1965 


Aug 1968 

Mar 1967 

Oct 1965 

Jun 1968/Sep 1969 
Jul 1968 

Sep 1969 


Mar 1965/ 


Apr 1965/Mar 1966 
Jul 1967/Sep 1967 


May 1965 

Sep 1967 

Jul 1969 

May 1969 

Jan 1965/Sep 1969 
Aug 1965 

Mar 1967 

Sep 1967 

Jun 1969 

May 1968 


Apr 1967 
Jul 1966 
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